CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

DESCRIPTION OF REVEISION

[vo.

Reference No. |:| LV/CO= | FT= TX= WT= LS= TJd= Comments Reference No. |:| Text Size Rag;ﬂog{z‘lph Style Comments
[1] 18 23 | 175 | 4 | 875 | LB [1] o0 Leres/ 2 Slant
54 I | 2| 6 | 1n | c8 Noi0 Lores 3 Straight
18 23 | 175 | 3 |85 | ¢cB [4] N Lares” 0 Slant
[4] 18 23 15 2 75 | LB
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=]| LC= Comments
® o | 0 |® LV/CO shall be the same LV/CO as the text placed for the item
@ 17 3| 0
©) 17 | 0
USER NOTES
Reference No. O Comments
@ See Std P-00.60 For Dimension And Leader Line Layout
Abbr iati . IAPPROVED FOR STATE OF ARIZONA REV.
eviations: LV - LEVEL D - Text Reference Callout A See Std P-00.60 Line Weight DISTRIBUTION
€O - COLOR 2o e oD Line Wetant. DEPARTMENT OF TRANSPORTATION
FT - FONT O - Graphic Reference Callout ) DIVISION OF HIGHWAYS
TX - TEXT SIZE
WT - LINE WEIGHT O - User Note Reference Callout Units of measure for 'TX=' and 'LS=' STANDARD DRAWINGS
LS ERT Ut FicaTIoN are expressed in feet, (1" = 1007 using PAVEMENT STRUCTURAL SECTION e .
AC - ACTIVE CELL ADOT's Standard Working Units. LAYOUT & CONSTRUCTION P-00.40
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